DATE: January 20, 2012

ADDENDUM NO.2

WILLIAMSBURG-JAMES CITY COUNTY PUBLIC SCHOOLS
INVITATION FOR BIDS 12-0020
Modular Educational Classroom Trailers-Berkeley and Hornsby Middle Schools

This Addendum is issued to answer bidder questions, provide copy of Pre-Bid Sign-In log, provide site plans, revised Bid

Form and to include CHANGES to the Bid document. Please contact Kitty Hall, Purchasing Director, email: khall@james-
city.va.us if you have any questions.

CHANGE:

9. ASSIGNMENT OF CONTRACT: A contract shall not be assignable by the Contractor in whole
or in part without the written consent of the Owner. CHANGE TO: 9.ASSIGNMENT OF

QUESTIONS

1. Is WICC interested in non-combustible units? ANSWER: No.

2. Who is responsible for the utility work? ANSWER: WJCC will utilize their Schools Systems annual
Contractors for this work.

3. Are bonds required? ANSWER: Yes- see Addendum #1.

4, What is the floor plan for the trailers? ANSWER: Typical 24 x 60, divided by an interior door, 2-classrooms
each with a closet, no restroom.

5. Does WJCC require 2-exterior doors to the 2-classroom? ANSWER: yes

6. Does WJCC require new units? ANSWER: Yes

7. Does WJCC require that the manufacturer be named on the Bid Form?
ANSWER: Yes

8. After the Notice to Proceed is issued, how long does the contractor have to complete the project? ANSWER: The

date of completion for the contractor to complete the project is July 23, 2012. The Notice to Proceed will be issued
upon contract award, but the project cannot begin until AFTER WJCC Schools have been dismissed. Owner will
work with successful contractor on firm start date.

9. Does WJCC intend to keep the trailers on lease past 5 years? ANSWER: WJCC anticipates leasing the units at
least 5 years, but would expect an option to extend lease on an annual basis, if needed.

10. Does the contractor need to design/supply ABS pads ? ANSWER: Yes

11. Will the contractor be required to submit warranty with bid? ANSWER: Yes, refer to Item # 37-Terms and
Conditions.

12. Is WICC interested in purchase of the units instead of leasing? ANSWER: No

13. How is the lease payment made? ANSWER: Monthly lease payments are processed.

14. Is the removal cost tied to a particular Index? ANSWER: Yes, contract renewals, including any new additional

trailer lease, set-up and removal charges will be calculated per the CPI-U Index, Refer to Item #47-Terms
and Conditions.
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15. Is there good accessibility to the trailer sites at both schools? ANSWER: Yes- good access at both school
locations. Refer to the site plans for more specific information.

16. The HVAC unit does not meet current ASHRAE codes for fresh air intake, Co2 removal and sensing. Does
WJCC want to meet the current code?? ANSWER: WJCC specified in III. Requirement: “construction must
conform to 2009 IBC, Virginia Industrialized Building and Mobile Home Safety Regulations, Code of
Virginia and all state and local codes”.

This Addendum 2 is incorporated into the Bid Documents and will be made part of the resulting contract.

ALL OTHER TERMS AND CONDITIONS REMAIN THE SAME.
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NOTES:

5. RAMPS CAN ONLY RISE 30".

1. ALL WORK TO BE IN ACCORDANCE WITH 2009 VCC.
2. ALL FASTENERS TO BE HOT DIPPED GALVANIZED.

3. ALL WOOD TO BE 0.25 PRESSURE TREATED (FOR ABOVE GROUND).

4. ALL WOOD TO BE 0.4 PRESSURE TREATED (FOR GROUND CONTACT).

6. USE SIMPSON GALVANIZED HANGERS AND STRIPS OR EQUAL.

NOTES:
DESIGN LIVE LOAD FOR STAIRS AND RAMPS = 100 psf.
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JAMES CITY COUNTY ENVIRONMENTAL DIVISION
STANDARD EROSION AND SEDIMENT CONTROL NOTES
REVISED OCTOBER 1, 2009

THE FOLLOWING STANDARD EROSION AND SEDIMENT CONTROL (E&SC) NOTES SHALL BECOME PART OF APPROVED EROSION AND
SEDIMENT CONTROL PLANS FOR ALL PLAN OF DEVELOPMENT PROJECTS IN JAMES CITY COUNTY, VIRGINIA.

1.

10.

1n.

12.

13.

14.

15.

16.

17.

19.

20.

21,

22.

ALL THE PROVISIONS OF VIRGINIA EROSION AND SEDIMENT CONTROL LAW AND REGULATIONS, MINIMUM STANDARDS,
HANDBOOKS, AND TECHNICAL BULLETINS AS PUBLISHED BY THE VIRGINIA SOIL & WATER CONSERVATION BOARD AND/OR THE
VIRGINIA DEPARTMENT OF CONSERVATION AND RECREATION, DIVISION OF SOIL & WATER CONSERVATION SHALL APPLY TO THE
PROJECT.

MINIMUM STANDARDS # 1 THROUGH # 19 OF THE VIRGINIA EROSION AND SEDIMENT CONTROL REGULATIONS (4VAC50-30-40)
SHALL APPLY TO THE PROJECT.

THE OWNER OR APPLICANT SHALL BE RESPONSIBLE TO REGISTER FOR COVERAGE UNDER THE GENERAL PERMIT FOR
DISCHARGE OF STORMWATER FROM CONSTRUCTION ACTIVITIES, IN ACCORDANCE WITH CURRENT REQUIREMENTS OF THE

VIRGINIA STORMWATER MANAGEMENT PROGRAM (VSMP) AND THE VIRGINIA DEPARTMENT OF CONSERVATION AND RECREATION.

THE OWNER OR APPLICANT SHALL PROVIDE THE NAME OF AN INDIVIDUAL HOLDING A VALID RESPONSIBLE LAND DISTURBER
(RLD) CERTIFICATE OF COMPETENCE WHO WILL BE RESPONSIBLE FOR THE LAND-DISTURBING ACTIVMITY PRIOR TO ENGAGING IN
THE LAND-DISTURBING ACTIVITY. THIS WILL BE NECESSARY PRIOR TO ISSUANCE OF A LAND-DISTURBING PERMIT FOR THE
PROJECT. THE RLD IS REQUIRED TO ATTEND THE PRECONSTRUCTION CONFERENCE FOR THE PROJECT.

THE CONTRACTOR IS RESPONSIBLE TO CONTACT MISS UTILITY (DIAL 811 IN VA OR 1-800-552-7001) PRIOR TO ANY UTILITY
OR SITE WORK EXCAVATIONS.

ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE PLANNED, DESIGNED, IMPLEMENTED, INSTALLED AND MAINTAINED
IN ACCORDANCE WITH THE PROVISIONS OF THE LATEST EDITION OF THE VIRGINIA EROSION AND SEDIMENT CONTROL
HANDBOOK (VESCH). THE CONTRACTOR SHALL MAINTAIN, INSPECT AND REPAIR ALL EROSION AND SEDIMENT CONTROL
MEASURES AS NEEDED THROUGHOUT THE LIFE OF THE PROJECT TO ENSURE CONTINUED ACCEPTABLE PERFORMANCE.

A PRECONSTRUCTION CONFERENCE (MEETING) SHALL BE HELD ON SITE BETWEEN THE COUNTY ENVIRONMENTAL DIVISION, THE
OWNER-APPLICANT, THE RESPONSIBLE LAND-DISTURBER (RLD), THE CONTRACTOR AND OTHER RESPONSIBLE AGENCIES, AS
APPLICABLE, PRIOR TO ISSUANCE OF A LAND-DISTURBING PERMIT. THE OWNER OR APPLICANT IS REQUIRED TO COORDINATE
SCHEDULING OF THE PRECONSTRUCTION CONFERENCE BETWEEN ALL APPLICABLE PARTIES. THE CONTRACTOR SHALL SUBMIT A
SEQUENCE OF CONSTRUCTION TO THE COUNTY ENVIRONMENTAL DIVISION FOR REVIEW AND APPROVAL PRIOR TO THE
PRECONSTRUCTION MEETING.

ALL PERIMETER EROSION AND SEDIMENT CONTROL MEASURES SHALL BE CONSTRUCTED AS A FIRST STEP IN ANY
LAND—DISTURBING ACTIVITY AND SHALL BE MADE FUNCTIONAL BEFORE UPSLOPE LAND DISTURBANCE TAKES PLACE.

ADDITIONAL SAFETY FENCE OR DUST CONTROL MEASURES, IN ACCORDANCE WITH THE PROVISIONS OF MINIMUM STANDARDS &
SPECS. 3.01 AND 3.39 OF THE VIRGINIA EROSION AND SEDIMENT CONTROL HANDBOOK (VESCH), MAY BE REQUIRED TO BE
IMPLEMENTED IN ADDITION TO THAT SHOWN ON THE APPROVED PLAN IN ORDER TO ENSURE ADEQUATE PROTECTION OF THE
HEALTH, SAFETY AND WELFARE OF THE PUBLIC OR IF SITE CONDITIONS CHANGE, BECOME APPARENT OR ALTER
SIGNIFICANTLY FOLLOWING THE DATE OF PLAN APPROVAL.

EROSION AND SEDIMENT CONTROL MEASURES MAY REQUIRE MINOR FIELD ADJUSTMENTS AT OR FOLLOWNG TIME OF
CONSTRUCTION TO ENSURE THEIR INTENDED PURPOSE IS ACCOMPLISHED, TO ENSURE ADEQUATE PROTECTION OF THE
HEALTH, SAFETY AND WELFARE OF THE PUBLIC, OR IF SITE CONDITIONS CHANGE, BECOME APPARENT OR ALTER
SIGNIFICANTLY FOLLOWING THE DATE OF PLAN APPROVAL. COUNTY ENVIRONMENTAL DIVISION APPROVAL SHALL BE REQUIRED
FOR ANY DEVIATION OF EROSION AND SEDIMENT CONTROL MEASURES FROM THE APPROVED PLAN.

OFF—SITE WASTE OR BORROW AREAS SHALL BE APPROVED BY THE COUNTY ENVIRONMENTAL DIVISION PRIOR TO THE IMPORT
OF ANY BORROW OR EXPORT OF ANY WASTE TO OR FROM THE PROJECT SITE.

CULVERT AND STORM DRAIN INLET PROTECTIONS, IN ACCORDANCE WITH THE PROVISIONS OF MINIMUM STANDARDS & SPECS.
3.07 & 3.08 OF THE VIRGINIA EROSION AND SEDIMENT CONTROL HANDBOOK (VESCH), MAY BE REMOVED AT THE DISCRETION
OF THE ASSIGNED COUNTY ENVIRONMENTAL DIVISION INSPECTOR SHOULD PLACEMENT OF THE MEASURE RESULT IN EXCESSIVE
ROAD FLOODING OR TRAFFIC HAZARD OR RESULT IN THE REDIRECTION OF DRAINAGE ONTO OR TOWARD EXISTING LOTS,
DRIVEWAYS OR STRUCTURES. DECISIONS SHALL BE MADE ON A CASE-BY-CASE BASIS BASED ON FIELD SITUATIONS
ENCOUNTERED.

DRAINAGE FACILITIES SHALL BE INSTALLED AND FUNCTIONAL WITHIN 30 DAYS FOLLOWING COMPLETION OF ROUGH GRADING
AT ANY POINT WITHIN THE PROJECT.

NO MORE THAN 300 FEET OF TRENCH MAY BE OPEN AT ONE TIME FOR UNDERGROUND UTILITY LINES, INCLUDING STORM
WATER CONVEYANCES. ALL OTHER PROMVISIONS OF MINIMUM STANDARD # 16 OF THE VIRGINIA EROSION AND SEDIMENT
CONTROL REGULATIONS APPLY.

IF DISTURBED AREA STABILIZATION IS TO BE ACCOMPLISHED DURING THE MONTHS OF DECEMBER, JANUARY OR FEBRUARY,
STABILIZATION SHALL CONSIST OF MULCHING IN ACCORDANCE WITH MINIMUM STANDARD & SPEC. 3.35 OF THE VIRGINIA

EROSION AND SEDIMENT CONTROL HANDBOOK (VESCH). SEEDING WILL THEN TAKE PLACE AS SOON AS THE SEASON PERMITS.

THE TERM SEEDING, FINAL VEGETATIVE COVER OR STABILIZATION ON THE APPROVED PLAN SHALL MEAN THE SUCCESSFUL
GERMINATION AND ESTABLISHMENT OF A STABLE GRASS COVER FROM A PROPERLY PREPARED SEEDBED, IN ACCORDANCE
WITH MINIMUM STANDARDS & SPECS. 3.29 THROUGH 3.37 OF THE VIRGINIA EROSION AND SEDIMENT CONTROL HANDBOOK
(VESCH), AS APPLICABLE. IRRIGATION, IF NECESSARY, SHALL COMPLY WITH ALL APPLICABLE OUTDOOR WATER USE
RESTRICTIONS OF THE JAMES CITY SERVICE AUTHORITY.

TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL NOT BE REMOVED UNTIL ALL DISTURBED AREAS ARE
STABILIZED. REMOVAL SHALL NOT OCCUR WITHOUT AUTHORIZATION BY THE COUNTY ENVIRONMENTAL DIVISION.
DISTURBANCES ASSOCIATED WITH THE REMOVAL OF TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL BE
PROPERLY STABILIZED.

. NO SEDIMENT TRAP OR SEDIMENT BASIN SHALL BE REMOVED UNTIL A) AT LEAST 75 PERCENT OF THE SINGLE—FAMILY LOTS

WITHIN THE DRAINAGE AREA TO THE TRAP OR BASIN HAVE BEEN SOLD TO A THIRD PARTY FOR THE CONSTRUCTION OF
HOMES (UNRELATED TO THE DEVELOPER); AND/OR, B) 60 PERCENT OF THE SINGLE—FAMILY LOTS WITHIN THE DRAINAGE
AREA TO THE TRAP OR BASIN ARE COMPLETED AND STABILIZED. A BULK SALE OF THE LOTS TO ANOTHER BUILDER DOES
NOT SATISFY THIS PROVISION. SEDIMENT TRAPS AND SEDIMENT BASINS SHALL NOT BE REMOVED WITHOUT AUTHORIZATION OF
THE COUNTY ENVIRONMENTAL DIVISION.

APPLICABLE PROVISIONS OF THE COUNTY BMP MANUAL (JAMES CITY COUNTY GUIDELINES FOR DESIGN AND CONSTRUCTION

OF STORMWATER MANAGEMENT BMPS) AND THE VIRGINIA STORMWATER MANAGEMENT HANDBOOK (VSMH) APPLY TO THE
PROJECT.

DESIGN AND CONSTRUCTION OF PRIVATE-TYPE STORM DRAINAGE SYSTEMS, OUTSIDE VDOT RIGHT-OF-WAY, SHALL BE
PERFORMED IN ACCORDANCE WITH THE CURRENT VERSION OF THE JAMES CITY COUNTY ENVIRONMENTAL DIVISION,
STORMWATER DRAINAGE CONVEYANCE SYSTEMS (NON—BMP RELATED), GENERAL DESIGN AND CONSTRUCTION GUIDELINES.

RECORD DRAWINGS (ASBUILTS) AND CONSTRUCTION CERTIFICATIONS ARE REQUIRED FOR ALL STORMWATER FACILITIES
INCLUDING STORMWATER MANAGEMENT/BMP FACILITIES AND STORM DRAINAGE CONVEYANCE SYSTEMS. RECORD DRAWINGS
AND CONSTRUCTION CERTIFICATIONS MUST MEET ESTABLISHED PROGRAM REQUIREMENTS OF BOTH THE COUNTY
ENVIRONMENTAL AND STORMWATER DIVISIONS.

ALL STORMWATER FACILITIES INCLUDING BMPS, STORM DRAINAGE PIPES, STORMWATER CONVEYANCES, INLETS, MANHOLES,
OUTFALLS AND ROADSIDE AND OTHER OPEN CHANNELS SHALL BE INSPECTED BY THE COUNTY STORMWATER DIVISION AND
GEOTECHNICAL ENGINEER IN ACCORDANCE WITH ESTABLISHED COUNTY STORMWATER DIVISION PROGRAM REQUIREMENTS.

LBA
Revised
By

REVISION PER JCC COMMENTS
Description

12/22/11
Date

1
e

.

' VARGMARCBEANET”

s

N .l

Middle Peninsula

5248 Olde Towne Road, Suite 1
Williamsburg, Virginia 23188
Phone: (757) 253-0040

Fax: (757) 220-8994
www.aesva.com

Central Virginia

CONSULTING ENGINEERS

Hampton Roads

INES

TOTAL LBS.
MINIMUM CARE LAWN PER ACRE
COMMERCIAL OR RESIDENTIAL
—COMMON BERMUDA GRASS**
OR

—Z0YSIA GRASS

75 LBS.
60 LBS.
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